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NOTE:
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MANUFACTURE.
2. WORKSHOP DRAWINGS TO BE SUBMITTED FOR REVIEW AND APPROVAL PRIOR TO
PROCEEDING WITH MANUFACTURE.
3. ALL WELDS NOT GALVANISED ARE TO BE PAINTED WITH 2-COAT EPOXY GAL OR
EQUIVALENT.
4. ALL TARGET POSTS TO BE HOT DIPPED GALVANISED.
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SITEWORKS DETAILS
SHEET 1
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AS SHOWN
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02 ISSUE FOR DEVELOPMENT APPLICATION 21/01/16

03 FOR INFORMATION 26/02/16

04 FOR TENDER 24/03/16

05 EROSION CONTROL MEASURES ADDED 13/05/16

06 FOR TENDER 27/05/16

07 DETAILS UPDATED 31/05/16

08 DETAILS UPDATED 09/06/16
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POSTS DRIVEN 0.6m
INTO GROUNDDETAIL OF OVERLAP

SEDIMENT FENCE
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SOILS AND CONSTRUCTION' DETAIL SD 6-8

SECTION 75W PLANS

08
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SITEWORKS DETAILS
SHEET 2
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1 : 20

2000mm

FLEXIBLE JOINT
FILLER.

BLOCKWORK  WALL CONTROL JOINT (C.J.)
1 : 10

10 GAP 10 x 10 APPROVED
JOINT SEALANT.

R16 GALVANIZED DOWELS 600
LONG. AT 400 CENTRES.
GREASE AND WRAP ONE END.

NOTE:
PROVIDE BLOCKWORK
WALL CONTROL JOINTS
(CJ) AT 8m CENTRES MAX.

PROVIDE PROTECTION BOARD TO
EARTH FACE OF RETAINING WALLS.

200

250
B

V BARS

N12-200 BOTH
WAYS 50 COVER.

Ø100 SUBSOIL DRAINAGE LINE SURROUNDED BY
100mm OF 10mm NOM. BLUE METAL AND WRAPPED
IN 140G/m² GEOTEXTILE FILTER FABRIC

140g/m² GEOTEXTILE FILTER FABRIC

FREE DRAINING GRANULAR
BACKFILL 10mm NOM. DIAMETER.

N12-200
BOTH WAYS
50 COVER.

 MW01 - BLOCKWORK RETAINING WALL DETAIL 
1 : 20

CAPPING

WATERPROOF MEMBRANE
TO ARCHITECTS DETAIL.

X BARS

50 COVER

TOP OF WALL

SETOUT (TOP OF FOOTING)

MIN 100
BACKFILL.

REFER TO
HANDRAIL
FIXING
DETAIL

RETAINING WALL SCHEDULE
WALL HEIGHT

"H"(mm)
200mm BLOCKS

BASE
WIDTH
B(mm)

REINFORCEMENT
DETAILS
X AND V

600 600 N12 @ 400

800 900 N12 @ 400

1000 1000 N12 @ 400

1200 1100 N12 @ 400

Ø90 CORED HOLE

1.2m HIGH WEBFORGE GALVANISED MILD
STEEL KNEE/STANCHIONS AND HANDRAIL

OR EQUIVALENT FIXED IN ACCORDANCE
WITH MANUFACTURER DETAILS.

FIT CAPPING BLOCK
AFTER POSTS GROUTED.

POSTS TO BE GROUTED IN A Ø90 HOLE
150 DEEP WITH 1 : 3 CEMENT MORTAR BY

VOLUME AFTER POSTS HAVE BEEN
ALIGNED.

 HANDRAIL FIXING DETAIL
1 : 20
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